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Plate turned
By Harold Solberg
7/8” x 9 1/2” plate. “ My EKG”

Ribbon Sapele. 

This was my last piece of a 
wonderful board.  Sapele is 
great to turn and finish. It has 
a very active chatoyance or 
flash to the grain.  Sapele is in 
the high end of the mahogany 
family.  It’s clean sanding and 
easy to finish with my usual 
Velvit Oil finish. 



Vessel by
Harold Solberg
4x9.5 “ vessel. “ Nature’s Rainbow”

This Rainbow wood was purchased at 
Woocraft overt 10 years ago.  It appears 
to have been a marketing name for the 
wood as I cannot find any mention in my 
wood ID books.  I worked hard on a 
clean progressive curve from the base to 
the lip to get a shape to show the grain 
and color in both sapwood and 
heartwood.



Rings Turned by Ron Zdroik
Turning rings is really easy and simple as I demonstrated last year. You 
may need a ring chuck or you can make one.  Most of the materials 
such as the acrylic blanks and dyed wood I used for these ring is 
available from Craft Supplies.  Woodcraft is also starting to sell supplies.  
The crushed opal and glow powder is from ringsupplies.com.  The 
crushed opal is applied with thick CA glue and glow powder can be 
mixed with CA or epoxy resin.  The glow powder used today is safe and 
non-toxic, not like some of the nasty materials from the past.

The next three slides feature some recently turned rings.



Rings Turned by Ron Zdroik
Crushed opal in stainless steel ring core

Red variegated acrylic on stainless steel 
ring core



Rings Turned by Ron Zdroik

Dyed wood on stainless steel ring core
Multi-colored acrylic on stainless steel 
ring core



Rings Turned by Ron Zdroik

Glow powder in stainless steel ring core Glow powder "glowing"



Bottle Stoppers
By Ron Zdroik

Some simple wine stoppers - 
Box Elder, Cherry, Wood with Gilders
Paste Waxand Wood with Acrylic Paint.
All of them were coated with ArtResin
resin.  I used regular cork instead of fancy
metal stopper since these are
strictly functional and also cheap to make.

Here's the back story...

I make my own wine and have always made stoppers.  When we had to buy a new fridge and the 
shelving was just a little smaller than the previous fridge, I took some existing stoppers and 
modified them - basically made them a bit smaller and now my wine bottles fit nicely.

But here is some advice I heard from a wine expert - if you have a great bottle of wine, you can 
save any remaining wine with a good stopper or better yet...enjoy it and drink it.



Acorn Boxes by
Tony Rozendaal

These 5 acorn boxes were 
made for a lady at the bus 
company where I work.  The 
two on the left end have 
pear bottoms and the three 
on the right have hickory 
bottoms.  All the lids are 
black walnut, and all the lids 
thread onto the bottoms.



Finial Project by
Tony Rozendaal

Here is a project Tony completed 
recently ..

Recently, a coworker asked Tony 
to repair a baby crib that her 
daughter had found in a second-
hand store. It had a broken finial.

Obviously - she wanted it matched 
to the existing three finials.



Finial Repair

This a picture of 
the damaged 
finial and what I 
had to work with.



Final Repair
To square off the top of the post; Tony put 
together a jig that fit the square part of the 
post, and turned a guide for a forstner bit to 
square off the top of the post.  You can see I 
was using masking tape to shim up the guide.  
It was partially successful.  (Just in case 
anyone wants to know, several wraps of 
masking tape around the shank of a forster bit 
does not work that well to increase the shaft 
size to fit an oversize hole.)



Final Repair
I couldn't have gotten this far 
without the jig I made, but it 
took quite bit of sanding and 
filing to get the top to this 
point. You can see I used my 
center finder to locate the 
center of the post and then 
drilled out the mortis with 
successively larger drill bits to 
the 3/8-inch mortis shown here.



Finial Repair
So all that was left to do was to turn the finial. 
It only took three tries to get this close.  (the 
first one, of course, was closer, but it didn't 
have a tenon on the end to insert into the 
mortis, and it was out of waste wood.

NOTE: this picture may be intentionally fuzzy 
to obscure the quality of the fit between the 
bottom of the finial and the post.  The client 
agreed to stain and seal the new finial to 
match.  If they glue it in with epoxy, it should 
fill the gap fairly well and blend into the post. 
At least, that's what I would do.



Vase Turned
By Carl Brust

Here is a segmented vase that I 
recently finished. It is 13" high. It 
has 24 pieces per ring. There are 
12 different woods in each ring. 
There is no pattern. Some don't 
like it for that reason but I've 
wanted to try one like this for a 
while and I like it. Finished with 
General Finishes Satin Poly.



Easter Eggs
By Carl Brust

Here is project I've wanted to do 
since I saw Carole Float do the demo 
on marbling for the club about 8-9 
years ago.  The eggs were turned 
with a technique shown on another 
Recond Power demo out of New 
Zealand.  The techniqie is genius and 
can be used to reproduce many 
different shapes. Some of the eggs 
are just finished with a clear poly 
because the wood was to nice to 
cover up. Spalted birch, walnut, 
maple and mulberry.  The others 
were my first attempt at marbling. 



Pepper Mill by Carl Brust
This is some scrap that I had glued up from another project and I 
thought I'd try to do something with it. None of the pieces matched.  I 
had just enough to attempt a peppermill.  As you can see squares 
were cut to circles in the general shape, then glued together on a 1/8 
inch dowel then turned.



Pepper Mill by Carl Brust
I thought it looked like a piece for the fireplace so I thought I'd try to 
improve it with a couple of beads on the bottom and it still looked 
bad.  Then I beaded the whole thing and now I kinda like it. Finished 
with General Finishes Gloss poly.



Natural Edge Black Walnut Bowl By Carl Brust

Here is a natural edge walnut bowl I turned after watching the demo from Record 
Power out of New Zealand.  Local wood finished with General Finsihes Satin Poly.



Potpourri Bowl by Carl Brust
I made this potpourri bowl for my wife’s birthday in December.  Made 
from a cherry burl.  Finished with General Finishes gloss poly.



Club Photo Tabel
Recently Reworked

Ron Zdroik and Carl Brust recently reworked the clubs photo table that was 
orginally built for club use by club member Ron Nelson; a professional 
photographer.  The table was cut it in half and uprights were attached to 
support the background sweep. This photo table is for club use.  You may 
bring in your projects and use the table to photograph them.  The other half 
of the table is now a portable table. Both tables have casters on them.

Ron Nelson gave a club demonstration on how to take photographs of your 
turnings.  One of the things Ron stressed was the background and the 
lighting.  A good background was one that did not distract from the item 
being photographed.  One of Ron’s backgrounds of choice was a neutral gray 
color.  To keep things simple for the amature; Ron prefered a single point of 
light.

For most needs; a tripod and a camera flash is all that is needed to take a 
good picture using this photo table.

Ron Zdroik will be getting another light since the club has two tripods and 
will add diffuser shades.



Ring Master
by Tom Hipsak

Several years ago I purchased a lathe 
mounted Ring Master at a woodworking 
show.  I recently went to use it.  One of 
the first things that was required was to 
accurately square the ring master base to 
the lathe bed.  After a couple days of 
thought; it occured to me to purchase an 
inexpensive plastic speed square and cut a 
portion of the corner away to clear the 
mounting flanges of the ring master base. 
The long straight edge of the base could 
now be aligned to the speed square.

Note: Ring Master cutter head is removed.



Ring Master by
Tom Hipsak

My plan in using a lathe mounted ring master 
was to make items without having to drill a 
half inch diameter mounting hole in the 
center of the material being used.  To do this 
I invisioned holding the material with a four 
jaw chuck.  The chuck had to be extended 
away from the headstock to align with the 
ring master.  To do this; a combination of 
thread adaptors were used.

Reworking the ring master mounting plates 
no longer requires the chuck be extended 
away from the headstock.



Ring Master
by Tom Hipsak

My plan wasn’t fully thought out as 
it became quite clear that the 
mortise created in the material for 
mounting to a four jaw chuck was 
going to become the bottom inside 
surface of a glued up bowl.  There 
was no way to reverse mount the 
glued up bowl, so some waste 
material was glued to the bottom 
ring and a tenon turned.



Ring Master by Tom Hipsak
Pictures of a preliminary prototype pine bowl.  Removing the mortis on the 
inside of the bowl was a nice transisition to the angled sides of the bowl.  It also 
added some additional debth to the bowl.



Thank-you for your gallery 
submissions.

Get your photographs ready for the June 2021 gallery.




